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Band saw BF-270-SC M * 230V / 50Hz / F1

Jaw. Rotating head 0-60º. Refrigeration pump with double circuit. Drop of the head with manual or hydraulic descent
selector. Ease of adjusting the cut angle. Automatic stop at the end of the cut. Leaf guide resting on double ball
bearings  train.  Emergency  switch  Cover  opening  safety  switch.  Safety  switch  of  sheet  tension.  Leaf  tension
manometer. Machines manufactured according to EC standards.
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DATOS TÉCNICOS

Alimentación 230V/F1

Potencia 1,1 - 1,5 Kw-Hp

Velocidad 72 m.p.m.

Capacidad corte 90º (redondo,rectangular,cuadrado) 227 / 260X200 / 200X200 mm.

Capacidad corte 45º (redondo,rectangular,cuadrado) 150 / 150X125 / 125X125 mm.

Capacidad corte 60º (redondo,rectangular,cuadrado) 90 / 85X85 / 85X85 mm.

Capacidad corte 45º Izquierda (redondo,rectangular,cuadrado) - mm.

Apertura mordaza 260 mm.

Desarrollo sierra 2455X0,9X27 mm.

Peso Neto/Bruto 190 / 263 Kg.

Dimensiones 1460X720X1100 mm.
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