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Gear Drilling Machines FTX-40-TEC M * 230V / F1 * 1.5hp

Silent gearbox. Automatic spindle progress. High precision spindle and cane. Caker protector with safety microswitch.
Refrigeration equipment. Tilt head + -90º. Change of speeds powered by levers. Turning inverter. Mechanical clutch.
Machines manufactured according to EC standards.
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Gear Drilling Machines FTX-40-TEC M * 230V / F1 * 1.5hp

DATOS TÉCNICOS

Alimentación 230V/F1

Potencia 1,5 - 2 Kw-Hp

Transmisión Engranajes

Número de velocidades 6

Velocidad 75 - 1600 m.p.m.

Capacidad máxima broca 40 mm.

Capacidad de roscado M20

Distancia portabrocas-columna 272 mm.

Cono morse MT4

Profundidad taladro 120 mm.

Tamaño ranura en T 2 X 14 mm.

Spindle-to-base distance 1180 mm.

Spindle-to-table distance 610 mm.

Max. travel of work table - mm.

Diámetro columna 115 mm.

Dimensión base 650X450 mm.

Dimensión mesa 540x470 mm.

Table tilt -

Avance husilo 0.1 / 0.18 / 0.26 mm./r

Equipo refrigeración YES

Altura total - mm.

Peso Neto/Bruto 330 kg.

Dimensiones 720x740x1830 mm.
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